
Enterprise mobilní terminál
Urovo i6310

Dataflex Security, s.r.o., Lužná 716/2, 160 00 Praha 6, Česká republika, IČ: 03631061

+ 420 728 955 443 |  info@dataflex-security.com | www.dataflex-security.com | eshop.dataflex-security.com

Enterprise mobilní terminál Urovo i6310

Operační systém Android 7.1

Qualcomm Quad-Core 1.4GHz

WIFI, LTE, Bluetooth 4.1

2D engine pro skenování

13MP zadní kamera a 2MP přední kamera

3.8V, 3800mAh baterie zajišťuje spolehlivé napájení

Pogo pin

Ergonomický a moderní vzhled

Stupeň krytí IP65

Základní charakteristika OS Android 7.1

CPU Qualcomm Quad-Core 1.4 GHz

Displej 5.0 inch TFT-LCD (720 x 1280) color screen

RAM 4GB

ROM 64GB

Rozměry 158 mm x 76.2 mm x 13.3 mm

Hmotnost 210 g (Battery included)

Tlačítka Volume +/-, Power button, Custom buttons, Scan button, Home, Menu, Back

Vstup Chinese/English, and supports handwriting and soft keyboard

Skener 2D imager

Baterie

RTC baterie Real time clock battery

Komunikace Wi-Fi 802.11 a/b/g/n Wifi 

Bluetooth BT 4.1 BLE

Periferie
Kamera

RFID Supports 13.56Mhz, IS014443A&B and ISO15693 standard, Supports NFC

GPS GPS, A-GPS, Bei-Dou satellite navigation system, GLONASS

Senzory
Light sensor, Range sensor, Acceleration sensor, Compass, Gyroscope,

Barometer

Slot Micro SD/TF x 1 ,Micro SIM x 2

Interface Type-C USB, 3.5mm Audio port, POGO PIN

Audio Loadspeaker, Microphone, Earpiece

Standardní Power adaptor, Data cable, One battery

Volitelné Cradle,Scan Trigger Handle with Charger,Case&Hand strap, Dimensioning Pack

Provozní podmínky Provozní teplota  -10 - 50 °C

Skladovací teplota -40 - 70 °C

Vlhkost 5% - 95%

Odolnost pádu 1.5 m

Krytí IP IP65

Rechargeable 3.8V 3800mAhlithium polymer batterry pack(Operation time 
>8 hours)

13MP auto-focus color rear camera with flash
2MP front-facing camera

4G
TDD-LTE (B38/B39/B40/B41)
FDD-LTE (B1/B3)

3G
TD-SCDMA (B34/B39)
WCDMA (B1/B2/B5/B8)
CDMA2000 1x EV-DO Rev.A Bc0 800MHz

2G CDMA 1x
GSM/EDGE/GPRS (850, 900, 1800, 1900 MHz)


